
A Typical Greenhouse Installation has many separate  electrical control panels:

575 or 480V power in sensors We can make your installation simple and less costl y by having:

cables No separate 575V or 480V Circuit Breaker Panel

No separate 208V Circuit Breaker Panel
575 or 480V Circuit Breaker Panel

No cables and conduit between Circuit Breaker Panel s and Motor Control Panel
sensor cables

No separate Computer Panel
A combination panel with:

No separate Computer Override Switch Panel
cables cables Hoogendoorn "DataPoint" computer hardware

No separate Motor Control Panel All computer override switches

A 575V circuit breaker panel

575 or 480/208V transformer Computer Panel No cables and conduits between Computer Panel and O verride Switch Panel A 208/120V circuit breaker panel New feature: No wire duct

All Motor Circuit Controllers Service friendly, easy access to all components

No cables and conduits between Computer Panel and M otor Control boxes All Motor Contactors Small size enclosure, low cost

All Reversing Motor Starters

cables No cables and conduits between Override Switch Pane l and Motor Control Boxes
cables cables manufactured (including installation drawings) by iSPECS Inc

installed by a Local Electrical contractor in Leamington, Canada

208V Circuit Breaker Panel Computer Override Switch Panel commissioned and serviced by IGT, certified Hoogendoorn dealer

Scratch from your installation:
And save money:

cables cables

575 or 480V power in sensors By not installing separate Circuit Breaker panels, Computer panels and motor starter boxes

Motor Control boxes or Panel cables By not installing all interconnecting cables for al l these enclosures

By not terminating all these external cables (both sides)
575 or 480V Circuit Breaker Panel

motor cables By installing less conduit
sensor cables

By not having to "trouble shoot" all external wire co nnections

motors By not servicing and maintaining all separate boxes Do not only look at purchasing cost of individual e quipment when you start
cables cables

But look at the total  cost of the final installation
A combination panel with:

575 or 480/208V transformer Computer Panel The end result can be ….. Hoogendoorn "DataPoint" computer hardware

All computer override switches

Everything in just one panel A 480V circuit breaker panel

A 208/120V circuit breaker panel

cables Drawings of all circuitry provided with the panel All Motor Circuit Controllers

cables cables All Motor Contactors

Installation can be done by any electrician All Reversing Motor Starters

208V Circuit Breaker Panel Computer Override Switch Panel even if they are untrained in greenhouse automation  systems This panel was:

manufactured (including installation drawings) by iSPECS Inc

Less clutter of all separate boxes with interconnec tions installed by a Local Electrical contractor in Mexico

cables cables and conduit in the greenhouse commissioned and serviced by Hoogendoorn America

Lower maintenance and troubleshooting costs
Motor Control boxes or Panel

A clean installation in your greenhouse at a lower total installed cost

Power
motor cables

sensors

motors
1 Power supply Cable IN sensor cables IN

Examples of many separate control boxes, circuit breaker panels, splitter boxes, interconnection cables and conduits

One combination Computer Interface panel

  motor cables OUT

A combination panel with:

An Argus computer board

motors All computer override switches

Two Argus, 16 Output expander boards

A 208/120V circuit breaker panel

All Motor Circuit Controllers

All Motor Contactors

All Reversing Motor Starters

This panel was:

manufactured (including installation drawings) by iSPECS Inc

installed by an Electrical contractor who is untrained in Greenhouse technology

commissioned and serviced by JB Controls, certified Argus dealer


